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Control Vans 
Increase Production  •  Improve Site Safety
Reduce Exposure to Silica and Airborne Contaminants
ELRUS Control Vans & Towers provide a 360 ͦ  view and complete control of your spread. A centralized operating station 
has been shown to improve production by as much as thirty percent and offers the added benefit of improved safety for 
everyone onsite. 

Tandem axle w/ 6’x8’ Tower Tandem axle w/ 6’x10’ Tower No Tower

Tandem axle w/ 6’x10’ Tower Custom Door Configurations Reverse Tower 
w/ Front Swing Open Doors



CONTROL TRAILER FEATURES

For more information visit: www.elrus.com or call 888-535-7877

ELRUS Control Tower Feature:

• Climater control for operator comfort

• Planty of room for control panel, phone, computer controls etc.

• Simple hydraulic raise and lower for travel or security

• Rear access ( escape) full glass foor & aluminum floor hatch

• Wired for lights, air conditioning, heat and accessories

Laminated clear coated ak flooring Breather vents w/floor  
air intake

Insulated partition wall with  
steel door between genertor and  

mcc rooms

Genset installed in trailer

Switch gear installed in trailer

Roof mounted 4x8' platform  
with fold-down hand rails

 Optional 12 V outside hook-up for 
tower raise/lower scissor lift

Remote control hydraulic scissor 
lift w/ 12V power pack and trailer to 

tower stairs

Tower in travel position
(Inside of Van)

7774 liter (2050 US gal) double walled underslung generator fuel tank  
c/w locking filler cap and fuel level indicator

Steel side door c/w lockable handle 
and striker, emergency ladder

Outside wall plug box (open)

6x10'              6x8'

    Travel Position                                Working Position                            
Folding stairs, landing and railings 



CONTROL TRAILER OPTIONS

For more information visit: www.elrus.com or call 888-535-7877

Windshield wipers
Power pack
3 switches
3 wiper arms and blades

Fuel Tank Drainage Pump 
Model #GPI 133200-1 M-3120

115 Volt AC Motor, Vane Type
76 L.P.M., 20 gallons, UL listed, CSA 
Approved
¾” x 25’ Hose
Manual Nozze Installed

Vaccuflow system Electric Space Heaters Self-contained Composting 
Toilet

Walk-a-round Platform

A combination air pre-cleaner with VLR air filter system

removes large particles with a built in centrifugal precleaner

Air is then filtered and blown in with a self contained air pump

the clean air is blown into the cab creating a positive pressure 

which prevents dirt from entering the cab through leaks in its 

doors and other spaces. 

Cab Pressurization Unit



CONTROL TOWER FEATURES

For more information visit: www.elrus.com or call 888-535-7877

Oversized bronze tinted  
safety glass door 

360º view of spread   
centralized control panel

4º slopping  bronze tinted windows

Electrical system: 16 circuit 70 Amp panel box 
c/w both 220 and 110 V outlets

Lighting and shelving, stainless steel console, 
and captains chair

 Captain’s chair - adjustable on swivel base 
c/w arm and foot rests 

Air conditioning mounted 
underneath console 

Aluminum floor hatch door to inside of trailer 
with gas cylinder assist opener

HD industrial rubber flooring w/ 6” stainless 
steel kick boards

Roll down, see through blinds  
on front and 2 side windows

Roof-mounted electrical outlets for lights 220V 
(top of tower)

Rubber weather seal around tower


